






























































































































































































MSFC sphere tested on 12/3/12- PSD (Post Polish)
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> Bands were analyzed at >5X above 
Nyquist limit with ~5 cycles per test 
aperture
> Hanning window used for PSD analysis 
with magnitude re‐scale
• Zygo Verifire
• Full Aperutre
• Zygo NewView
• 1X Objective; 0.5X 
relay
• 10 mm aperture; 
22um pixel
• Zygo NewView
• 5X Objective; 1X relay
• 1 mm aperture; 2um 
pixel
• Zygo NewView
• 20X Objective; 2X relay
• 0.13mm aperture; 
0.23um pixel
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After Ion Figuring 
> Spatial periods smaller than 20mm were negligibly affected by ion figuring 
as evident in the PSD plot  
3.1nm 
RMS
AMTD Testing Summary
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Processing of the stacked core mirror converged very quickly 
using ion figuring
Results show no significant PSD change due to ion figuring in 
spatial periods smaller than 20mm. 
Global surface figure limited by mount repeatability
All work performed under NASA contract XXXXXXXX
 COTR: Michael R. Effinger
Related Papers at this conference
 Cryogenic optical performance of a lightweighted mirror assembly for 
future space astronomical telescopes: optical test results and thermal 
optical model (8837‐11)
 The development of stacked core technology for the fabrication of 
deep lightweight UV‐quality space mirrors (8838‐23)
